




 
3 

 
 

II.  G
[( )] TJ
ET
951.04 Tf
1 0 0[(PRES)5(ENTATION)3.384(DES )14(EL)5(EM)3.ENTS8 728.38 Tm
 0 14.88 re21.3104 Tf
1 0 0[( 70.824 745.06 Tm
[( )] TJ
4T
 EMC  /P <</MCID1m
4.04nat341 0 0[( 70.824 745.06 Tm
[( )] TJ
5T
 EMC  /P <</MCID315.310694
3 0 0[( 70.824 745.06 Tm
[( )] TJ
6T
 EMC  /P <</MCID12 14.030
393 0 0[( 70.824 745.06 Tm
[( )] TJ
7T
 EMC  /P <</MCID12 14.0285 l
 0 0 1 106.22 728.338 Tm
 -0.0287 Tc[(II.)] TJ
ET
BT
/F21.10285 l
 0 0 1 117.38 728.38 Tm
 0 Tc[(  G
[( )] TJ
ET
951.0285 l
 0 028.NFORMATIO)12(NS84(384(TEC)8(HNIQ84(U)3.ES8 728.38 Tm
 0 14.88 re13.390285 l
 0 028 70.824 745.06 Tm
[( )] TJ
8T
 EMC  /P <</6ID 1>> BDC BT
/F2 127 BDC  0 028 70.824 745.06 Tm
[( )] TJ
9ttom]/Type/Pagi6ID 1>> BDC BT
/F2 1268ID 0 0 028 70.824 745.06 Tm
[( )] TJ
10Q
 EMC  /P <</MCBT
1 1>> BDC BT
/F2 1254W* n 0 028Ca84(r)-5(a)3.c)-7(t84(é)-5(r)3.i)-3(st)5(i)-3(qu)-8(e)3.s )5(:8 728.38 Tm
 0 14.88 r164.5 1254W* n 0 028 70.824 745. 1 70
/F2 1251.93 93f
1
/F40 40 -0.13 595.45
[( )] TJ
11T
 EMC  /P <</MCID 2>> BD2
Q0.3 0 0 1 7028 70.824 745.06 Tm
[( )] TJ
12Q
 EMC  /P <4/MCID 1>> BDC BT
/F2 1227.1
1 0 0 <037B> 728.38 Tm
 0 T1/MCID 1>> BDC BT665 40.337 c
277.6DC BT
/F2 1227.1
1 0 0 <037B> 728.38 .NFORMATIO8
/F2 1227.1
1 C
 ap5(r)3cit)-2i)-8 0  72d14..384 0  72ré)-2is)11(er)-2ivoir8 r164.5 1254W* n 0 028 82 11
/F2 1227.1
1 0 0 <037B> 728.38 .NFORM1869.05 F2 1227.1
1 :.ES86 0 <037B> 728.38 .NFORM1989.05 F2 1227.1
1 00  6(mlI.)] TJ
ET
BT
1 0 0 1 227.17 F2 1227.1
1 0 0 <037B> 7
 EMC  /P <4/MCID31>> BDC BT
/F2 1227.1
1 0 0 <037B> 72038.Tm
 0 T1/M0( )>-5<0018>5<01B5>-4<018C0120>-2<011E>8<0( )>-3<011A>-4<011E>8<0( )>-3<011A>-4<015D>10<0128>-4<0128>5<01B5>-4<0190015D017D0176CID 1>> BDC BT665 40.337 c
277.61697B>72038.Tm
 0 0 0 <037B> 728.38 .NFORM172IO872038.Tm
 0 ap54(p14.ro  72x)-8(mat  6(ive.)] TJ
ET
BT
1 0 0 1 70..132038.Tm
 0 :-8 0  722 )-8h384 eu)-8re)-2isI.





 
5 

ATTENTION
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II. COMPONENTS 

 

III. PRODUCT INFORMATION
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II. COMPONENTES 
 

 
 
 
 

III. INFORMACION TECNICA 
 

Características: 
 

ω Capacidad de 60 ml. 
ω 2 horas de difusión continúa. 
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VI. AVERÍAS Y SOLUCIONES 
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IV. INSTALLATION 
 

 
Drücken Sie einmal die Taste ON / OFF-Streaming zu starten. 
Drücken Sie ein zweites Mal auf die Taste ON / OFF, um eine 
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ATTETION: 
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